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(1) Reports are required for any an-
ticipated or actual system voltage re-
ductions of 3 percent or greater for pur-
poses of maintaining the continuity of
the bulk electric power supply system.

(2) Reports are required for any
issuance of a public appeal to reduce
the use of electricity for purposes of
maintaining the continuity of the bulk
electric power system.

(c) Vulnerabilities that could Impact
System Reliability:

(1) Reports are required for any ac-
tual or suspected act(s) of physical sab-
otage (not vandalism) or terrorism di-
rected at an electric power supply sys-
tem, local or regional, in an attempt to
either:

(i) Disrupt or degrade the service re-
liability of the local or regional bulk
electric power supply system, or

(ii) Disrupt, degrade, or deny bulk
electric power service to:

(A) A specific facility (industrial,
military, governmental, private), or

(B) A specific service (transportation,
communications), or

(C) A specific locality (town, city,
county).

(2) Reports are required for any ab-
normal emergency system operating
condition(s) or other event(s) which in
the judgment of the reporting entity
could or would constitute a hazard to
maintaining the continuity of the bulk
electric power supply system. Exam-
ples will be provided in the DOE pam-
phlet on reporting procedures.

(d) Fuel Supply Emergencies:

(1) Reports are required for any an-
ticipated or existing fuel supply emer-
gency situation which would threaten
the continuity of the bulk electric
power supply system, such as:

(i) Fuel stocks or hydro project water
storage levels are at 50 percent (or less)
of normal for that time of the year,
and a continued downward trend is pro-
jected.

(ii) Unscheduled emergency genera-
tion is dispatched causing an abnormal
use of a particular fuel type, such that
the future supply or stocks of that fuel
could reach a level which threatens the
reliability or adequacy of electric serv-
ice.

(Approved by the Office of Management and
Budget under control number 1901-0288)
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§205.353

§205.352 Information to be reported.

The emergency situation data shall
be supplied to the DOE Emergency Op-
erations Center in accordance with the
current DOE pamphlet on reporting
procedures. The initial report shall in-
clude the utility name; the area af-
fected; the time of occurrence of the
initiating event; the duration or an es-
timate of the likely duration; an esti-
mate of the number of customers and
amount of load involved; and whether
any known critical services such as
hospitals, military installations,
pumping stations or air traffic control
systems, were or are interrupted. To
the extent known or reasonably sus-
pected, the report shall include a de-
scription of the events initiating the
disturbance. The DOE may require fur-
ther clarification during or after res-
toration of service.

(Approved by the Office of Management and
Budget under control number 1901-0288)

§205.353 Special investigation and re-
ports.

If directed by the Director, Office of
Energy Emergency Operations in writ-
ing and noticed in the FEDERAL REG-
ISTER, a utility or other subject entity
experiencing a condition described in
§205.351 above shall submit a full report
of the technical circumstances sur-
rounding a specific power system dis-
turbance, including the restoration
procedures utilized. The report shall be
filed at such times as may be directed
by the Director, Office of Energy Emer-
gency Operations.

(Approved by the Office of Management and
Budget under control number 1901-0288)
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